
o 2.2 HP HSD 28.2 A 24 A 60 A 8 8
o 3 HP COLUMBO 24.8 A 20.6 A 60 A 10 8
o 4 HP HSD 37.2 A 33 A 90 A 8 6
o 5 HP COLUMBO 38.2 A 34 A 90 A 8 6

TABLE I

RECOMMENDED BRANCH PROTECTION (INVERSE 
TIME CIRCUIT BREAKER)(PROVIDED BY ELECTRICIAN)

FIELD W IRING 
TERMINALS

W IRE SIZE 

(AW G) *
W IRE 

TYPE *
SCREW  
TORQUE

INPUT SOURCE 1- 230V  1 PHASE  50HZ

SPINDLE 1 (FILL IN CIRCLE NEXT TO 
THE SPINDLE SHIPPED)

TOTAL 
FULL 
LOAD

LARGEST 
MOTOR 
LOAD

31 IN-LBS    
(3.5 NM)

DISCONNECT     
1,3

75 C 
COPPER 

W IRE 
ONLY

SO   
CORD

o 2.2 HP HSD CIMR-V7AU22P2 24 A 10
o 3 HP COLUMBO VFD-022B23A 20.6 A 10
o 4 HP HSD CIMR-V7AU23P7 33 A 6
o 5 HP COLUMBO VFD-037BB23A 34 A 6

COPPER 
WIRE 
ONLY

14 IN-LBS  
(1.6 NM)

CONTACTOR M1- 
T1, T3

VFD LOAD

TABLE III

FIELD WIRING 
TERMINALS SO CORD

WIRE 

TYPE *
SCREW 
TORQUE

OUTPUT LOAD- 230V  1 PHASE  50HZ

SPINDLE 1 (FILL IN CIRCLE NEXT TO 
THE SPINDLE SHIPPED)

FUSE NO. RATING
F3 5A CLASS CC (LITTLE FUSE CCMR5A)
F5 10A GLASS FUSE
F6 2A GLASS FUSE
F7 1A GLASS FUSE

TABLE IV


